CEDES

The Sensor Pioneers.

TOF/Spot

Accessories

MOUNTING KITS

SHIPPING KIT - MOUNTING BRACKET BALL

SHIPPING KIT - OUTDOOR HOUSING

Part No. Part Name Part No. Part Name
114 873 Shipping kit TOF/Spot mounting bracket ball 114 874 Shipping kit TOF/Spot outdoor housing
housing
Dimensions
Dimensions - Housing (w X h X d) 60 X 64 X 56 mm
- Ball @ 56 mm, height 37 mm - Cover @ 54 mm, height: 10.8 mm
- Bracket (w X h X d) 54 x 36 X 56 mm Material
Material - Housing and cover ASA, black
- Ball ASA, black
- Bracket Coated stainless steel, black
£4 1
SHIPPING KIT - FLOOR MARKER HOUSING SET
Part No. Part Name Part No. Part Name
114 877 Shipping kit TOF/Spot floor marker red 114 677 TOF/Spot Housing Set
Diameter 2 60 mm Dimensions (w X h X d) 45 X 45 X 42 mm
Thickness 0.13 mm Material POM
Material Soft PVC
CABLES

CONNECTION CABLE EXTENSION CABLE (EXTENTION FOR THE CONNECTION CABLE)

Part No. Part Name Part No. Part Name

114 316 Connection cable, M8 X 1, 6-pin, 2 m 115970 Extension cable, 1 m, M8X1, male-female, 6-pin
114 872 Connection cable, M8 X 1, 6-pin, 5 m 115913 Extension cable, 5 m, M8X 1, male-female, 6-pin
115 272 Connection cable, M8 X 1, 6-pin, 10 m 115914 Extension cable, 10 m, M8X 1, male-female, 6-pin
Diameter @ 4.2 mm Diameter @ 4.2 mm

Material PVC Material PVC

Open wires AWG26, 6 pcs. Wires AWG26

Plug M8 srewable, 6-pin, blue Plug Screwable, M8, 6-pin, blue
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POWER SUPPLY

POWER LINE CONVERTER

UNIVERSAL POWER SUPPLY (UPS)

Part No.

Part Name

Part No. Part Name

106 666

Power Line Converter, 85 ... 265 VAC

103 600 UPS 20-265 VAC/DC complete

Dimensions (w X h X d) 94.4 X 32.7 X 71.5 mm

Input voltage

85...265VAC /24 VDC

Output Relay

Sensor connection 24VDC / 250 mA

Signal input NPN or PNP input

AC ADAPTER

Part No. Part Name

116 289 AC-Adapter TOF/Spot 24VAC-NC-T
116 290 AC-Adapter TOF/Spot 24VAC-NO-T

Dimensions (w X h X d)
Cable diameter

Cable length

Input voltage

Output

Output load

Test input

Test input logic

75 X 14 X 26 mm

4.2 mm

150 mm on both side
20...28VDCor 21.6 ... 26.4 VAC
Solid-state relay

150 mA/ 50V

20...28VDCor 21.6 ... 26.4 VAC
LOW active

Dimensions (w X h X d) 200 X 45 X 128 mm

Input voltage 20 ...265VAC /7 20 ...375VDC
Output Relay

Sensor connection 24 VDC / 300 mA

Signal input NPN or PNP input
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