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JB 1307

Dimensions		  Small (75 × 40 × 13 mm / 2.95 × 1.57 × 0.51“)
Connection options	 PCB with screw-terminals
Diagnostic functions	 Yes
Lid Material	 	 Transparent
Enclosure rating		  IP65
Compatible coil cord	 SC 3350

JB 3000

Dimensions		  Large (158 × 40 × 39 mm / 6.22 × 2.36 × 1.54“)
Connection options	 Terminal strip
Diagnostic functions	 No
Lid Material	 	 Opaque
Enclosure rating		  IP65
Compatible coil cord	 SC 3350

JB 5610

Dimensions		  Medium (90 × 48.5 × 40 mm  
				    / 3.54 × 1.91 × 1.57“)
Connection options	 PCB with OSE plugs
Diagnostic functions	 Yes
Lid Material	 	 Transparent
Enclosure rating		  IP65
Compatible coil cord	 SC 3350

JB 2106

Dimensions		  Medium (90 × 48.5 × 40 mm  
				    / 3.54 × 1.91 × 1.57“)
Connection options	 Terminal strip
Diagnostic functions	 No
Lid Material	 	 Opaque
Enclosure rating		  IP65
Compatible coil cord	 SC 3350

JB 4400

Dimensions		  Large (158 × 60 × 39 mm / 6.22 × 2.36 × 1.54“)
Connection options	 PCB with OSE plugs or screw-terminals
Diagnostic functions	 Yes
Lid Material	 	 Transparent
Enclosure rating		  IP65

JB 2814

Dimensions		  Medium (90 × 48.5 × 40 mm  
				    / 3.54 × 1.91 × 1.57“)
Connection options	 2 x wire nut AWG22
Diagnostic functions	 No
Lid Material	 	 Opaque
Enclosure rating		  NEMA 4

Junction boxes


